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MV-1CR (HH-CC)

European Headquarters

Tiger-Vac Europa S.R.L.
Via Marie Curie 17
Zona Industriale Ponte Rizzoli
Ozzano Emilia, BO 40064

Tel: ((39) 051 79.53.52)
Fax: ((39) 051 4695077)
Website: http://www.tiger-vac.eu
Email: info@tiger-vac.it

International Headquarters

Tiger-Vac International Inc.
2020 Dagenais Blvd. Ouest
Laval, Quebec
Canada H7L 5W2

Tel: (450-625-0099)
Fax: (450-625-3388)
Website: http://www.tiger-vac.com
Email: sales@tiger-vac.com

      

   EMI
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Specifiche per MV-1CR (HH-CC)
Name Teil Nummer Spannung Frequenz Phase Leistung Leistung Stromstärke Luftstrom Saugdruck Trockengewinnungsbeutel

MV-1CR (HH-
CC) WITH
EUROPEAN
PLUG

110741B 240 V 50 Hz Single 1000 W 1 kW 4.2 A
187

m3/h
1750 mm
H20 1.9 L

Abmessungen: H20 cm x W20 cm x L56 cm       Gewicht: 5.4 kg.       Geräuschpegel: 70 dB(A)

MV-1CR (HH-
CC) WITH
UK PLUG

110741C 240 V 50 Hz Single 1000 W 1 kW 4.2 A
187

m3/h
1750 mm
H20 1.9 L

Abmessungen: H20 cm x W20 cm x L56 cm       Gewicht: 5.4 kg.       Geräuschpegel: 70 dB(A)

MV-1CR (HH-
CC) WITH
SWISS PLUG

110741D 240 V 50 Hz Single 1000 W 1 kW 4.2 A
187

m3/h
1750 mm
H20 1.9 L

Abmessungen: H20 cm x W20 cm x L56 cm       Gewicht: 5.4 kg.       Geräuschpegel: 70 dB(A)

MV-1CR (HH-
CC) WITH
CHINESE
PLUG

110741E 240 V 50 Hz Single 1000 W 1 kW 4.2 A
187

m3/h
1750 mm
H20 1.9 L

Abmessungen: H20 cm x W20 cm x L56 cm       Gewicht: 5.4 kg.       Geräuschpegel: 70 dB(A)

Bitte beachten Sie, dass die Spezifikationen ohne vorherige Ankündigung geändert werden können

Dati tecnici per   MV-1CR (HH-CC)
ULPA-FILTER - Included

Artikelnummer Beschreibung

212304 ULPA FILTER (U15)

VORGESCHALTETER HEPA-FILTER - Optional

Artikelnummer Beschreibung

212077 UPSTREAM HEPA FILRER ASMBLY w/GASKET 99.99% EFF. ON 0.3 MICRON (USED IN THE PLACE OF THE DOME
FILTER

FILTER UND ZUBEHÖR - Included

Artikelnummer Beschreibung

212078 CLOTH FILTER ASSEMBLY WITH RING

211623 MOTOR DOME FILTER FOR MV-1

EINWEG-FILTERBEUTEL - Included

Artikelnummer Beschreibung

212075 PAPER FILTER BAGS (PACKAGE OF 5)

SPEZIALFILTER - Optional
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Artikelnummer Beschreibung

212079 SPECIAL FILTER ASSEMBLY WITH RING, CLOTH + STAINLESS STEEL (FOR BROKEN WAFERS)

SCHULTERGURT - Included

Artikelnummer Beschreibung

211607 SHOULDER STRAP SET

TRANSPORTKASTEN - Included

Artikelnummer Beschreibung

215400A CARRYING CASE ASSEMBLY WITH HANDLE FOR MODEL MV-1CR (HH-CC)

WERKZEUGE UND ZUBEHÖR - Included

Artikelnummer Beschreibung

212070C SUCTION HOSE ASSEMBLY SD* 5'(1.5m)

323316 MICRO TOOL KIT, Ø1.25"(32mm), ESD* SAFE PLASTIC

323312A ROUND BRUSH, 1.25"(32mm) x 3"(7.5cm), ESD SAFE PLASTIC, WITH HOLE FOR BUTTON LOCK

323314A UPHOLSTERY FLAT TOOL, 1.25"(32mm) x 5"(13cm), ESD SAFE PLASTIC

323313A CREVICE TOOL, 1.25"(32mm) x 8"(20cm), BLACK, ESD SAFE PLASTIC w/HOLE FOR BUTTON LOCK

323330 EXTENSION WANDS, BOTH STRAIGHT, 1.25"(32mm) x 20.5"(52cm), STAINLESS STEEL (SET OF 2)

WERKZEUGE UND ZUBEHÖR - Optional

Artikelnummer Beschreibung

323331 STAINLESS STEEL WANDS 1.25" 32cm (SET OF 2) - ONE CURVED AND ONE STRAIGHT

323311A COMBI TOOL 1.25"(32mm) x 11"(28cm), STATIC CONDUCTIVE PLASTIC WITH CONDUCTIVE NYLON BRISTLES

323317A UTILITY FLOOR TOOL, 1.25"(Ø32mm) x 12"(30cm), STATIC CONDUCTIVE PLASTIC w/GREY SQUEEGEE BLADES

323321A ROUND TOOL, WITH RUBBER BLADES, Ø1.25"(32mm), ESD SAFE PLASTIC
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