Empfohlene Reinraumklassen



Material

Verpackung

e Box

Produktvarianten

pure-Nr.: 1105608,

pure!-Nr.: 1105608BKL, Latex-Fingerlinge 8C-ESD
Farbe: Schwarz; GroRe: L / VE: 720STK

purel-Nr.: 1105608BKM, Latex-Fingerlinge 8C-ESD
Farbe: Schwarz; GroRe: M / VE: 720STK

pure!-Nr.: 1105608BKS, Latex-Fingerlinge 8C-ESD
Farbe: Schwarz; GroRe: S/ VE: 720STK

pure!’-Nr.: 1105608BKXL, Latex-Fingerlinge 8C-ESD
Farbe: Schwarz; GroRe: XL / VE: 720STK

pure* GmbH | T +49 89 5589434 0 www.purell.de
Bavariafilmplatz 7 | D-82031 Grinwald F +49 89 5589434 77 info@purell.de



SPECIFICATION SHEET

GLOBAL SAFETY

‘ ‘\ Technical Data
Color Black

Sizes Available S-XL

Packaging Case

Packed 14400/Case

Case Dimensions (in) 19.00 x 11.00 x 13.00
Case Weight (lbs) 1510

Country of Origin Viet Nam

Polymer Latex

Grip Textured

Powder Powder Free
Construction ESD Safe

Performance Data

ISO Cleanroom 1SO 5 (Class 100)
Q R P® Q u a |ateX ® Static Control Property Static Dissipative

Static Dissipative Vacuum Sealed Latex Finger
Cots ISO 5 (Class 100)

Packaged for ISO 5 (Class 100) applications

Unique, Stand-Up pouch for easy product identification
Compliant with ASTM and IEST-RP-CC 005.3 standards
Average surface resistance 10(7) Ohms per square unit

For use with Class | and Class |l static sensitive devices

RoHS compliant

P3 Polar Process

ESD Safe to ANSO/ESD S20.20-2014

Contains 100% natural latex which may cause allergic reactions

PIP GLOBAL SAFETY | PROTECTION EMPOWERED™
AMERICAS: +1(800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com



GLOBAL SAFETY

SKU Information

SPECIFICATION SHEET

sTyLe: 8C

SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

8CS Black S 616314279331 10616314279338 20616314279335
8CM Black M 616314279324 10616314279321 20616314279328
8CL Black L 616314279317 10616314279314 2061631427931
8CXL Black XL 616314279348 10616314279345 20616314279342

PIP GLOBAL SAFETY | PROTECTION EMPOWERED™
AMERICAS: +1(800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com

This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission.
Product users should conduct all appropriate testing or other evaluations to determine the suitability of PIP products for a particular purpose or use within a particular
environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED. 2026-07-14



